
 

 

 
DEW POINT HYDROMETER 

 
PRODUCT DATA 
The dewpoint transmitter is a continuous on-line 4-20mA transmitter for 
the measurement of moisture content in air and other non-corrosive 
gases. 
 
KEY FEATURES ARE: 
·  Easy to read LED display 
·  Operating range -100° to +20°C dewpoint (-148° to +68°F) 
·  Operating pressure range up to 5000 PSIG 
·  Powered by any AC source from 100 to 120 volts 
·  Terminal connections for 2 configurable alarm set points 

 
 
The hydrometer is fully factory-tested and calibrated prior to delivery. 
The sensor is certified at thirteen dewpoint levels across its operating 
range against a certified reference hygrometer, using a mass-flow 
humidity generator system as a source of reference calibration gas. 
 
Periodic testing is recommended in order to maintain the highest 
quality of measurement in your application. Amico recommends that 
you have your hydrometer tested annually, unless it is used in a 
mission-critical application or in a dirty or contaminated environment, in 
which case the testing interval should be reduced accordingly.  
 
 
 
 
 
 
 
 

STATEMENT OF WARRANTY 
The monitor is guaranteed  in writing by the manufacturer for a period 
of 12 months from the date of start-up or 18 months from the date of 
shipment (whichever comes first) against defects in design, materials, 
or construction 
 
The monitor will undergo a complete electric and pneumatic test prior 
to shipment.  
 
 
 

 
 


